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Typical Hot Mop Shower Pan Installation Details

Note: Set the drain body level. Do not follow sub-floor if it is out of level.
Do not grout in strainer. Strainer must remain removable for maintenance.
Hot mop and drain membrane are not compatible and must not touch each other.

__— WALL/FLOOR FINISH | |
~_—BACKER BOARD \

_— _—— WALL FRAMING \
" REQ.WATERPROOF MEMBRANE |

- |

Y A A
\ Y 3 %

7 OPT. WATERPROOF MEMBRANE— |

) _~_—HOTMOP SHOWERPANLINER | |
N | PROLINE DRAINASSEMBLY /| |
13 —REINFORCED CONCRETE /o N
= | 0/ 40, _ /
gl | BASE @ 2%-4%SLOPE ) | 2% slope | |- WALL FRAMING
— 1 \“ — 1 T 1 [/ /jj!!‘:!‘:!i’ /. e /*SHOWERFLOOR
= e |1 sHower curs
| / g { || PROLINE DRAIN
N THINSET— il A\ S
\_ CURBFORM 2
\ SUBFLOOR—— L
LEVELING BRACKET SADDLE |
PN PROLINE DRAIN WITH HOT MOP PAN LINER AND CURB KEY PLAN
—F—_d_
Oll 1" 3" 6" 12"
_— WALL FRAMING |
_— _~ BACKERBOARD ||| HoT mop LAYER—
|~ WATERPROOF MEMBRANE REQUIRED | BACKERBOARD |
ey WATERPROOF MEMBRANE OPTIONAL — ~—|— WATERPROOF |
-~ HOTMOPSHOWERPANLINER— | “1[l-4  MEMBRANE |
Y| ~ WALL/FLOORFINISH |/ /| WALLEINISH
/1= TILE EDGING (OPT) L g | [ DRAINFLANGE
, / | || CONCRETE BASE
STRAINER WALL TOWALL | | ; |
\ [ PRE-SLOPE BASE
3"LAP@MEMBRANE | | | |
JOINT USE - Q8007 . ||| DRAIN TROUGH
- [ 1 || | STRANER | | |

“ TILE EDGING (OPT.)
'— 2 PART CLAMPING
RING DRAIN

— SPACERS ‘
' DRAIN TROUGH /]
SUB-FLOOR —— |
[\ REINFORCED CONCRETE ~ |
\\  BASE @ 2% - 4% SLOPE /
\\— 2"WASTE OUTLET
\— 2"WASTE LINE

PROLINE DRAIN SET AT WALL WITH HOT MOP PAN LINER
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